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CH2000 Powerin Hand

Delta with years of experiences and expertise in drive technology, we are here to present

you our new AC motor drive, the CH2000 series. Providing high performance with robust

design, the CH2000 is equipped with larger starting torque and high overload capability to

fulfill the needs of heavy load application and to deal with sudden load impact conditions.
e

Itis designed with for critical environments, especially for heavy load

applications. The out rols for a ields‘%,d system performance

improvements are also one o > at featu provided by the

CH2000 series with its dedicated quality and comprehensive '

services. The CH2000 series heavy load field-0 ed

vector control drive brings you greater competiti

advantage to success. -

The CH2000 series is introduced to -4
provide you the "Automation for a /
changing world". :
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Standard Models

Power Ranges 230V 0.75~75kW, 460V 0.75~280kW

PRA(L)W 0.75 | 1.5 2.2 | 3.7 5.5 7.5 11 15 18.5 22 30 37 45 55 75
230V (HP) 1 2 3 5 7.5 10 15 20 25 30 40 50 60 75 100
5 8 11 17 25 33 49 65 75 90 120 146 180 215 255

| 8 [ ¢ | o [ E |
Optional

None Built-in

Optional

21 (IP20, NEMA1) 00 (IP00, UL Open Type)/21 (IP20, NEMA1)

Brakes

DC Reactor

Enclosure
Type

PN 0.75 1.5 | 2.2 3.7 5.5 7.5 11 15 18.5 22 30 37 45 55 75 90 110 132 160
460V (HP) 1 2 3 5 7.5 10 15 20 25 30 40 50 60 75 100 125 150 175 215
Output (A) 3 4 6 9 12 18 24 32 38 45 60 73 91 110 150 180 220 250 310

e [ ¢ [ o T e {e[

Brake

DC Reactor

m Built-in (CH4EA Models) Optional

Encl
Mfype. 21(IP20, NEMA1) 00 (IP00, UL Open Type)/21 (IP20, NEM/

None Built-in

i

Excellent Drive Control

High Performance

e starting torque

verload capability

heavy duty setting
sponse to load impact
for both induction motors
chronous motors

Flexible Applications
ontrol modes for speed, torque,
sition and synchronous control
ilt-in PLC functions

ellent 4-quadrant torque

rol and limit

reduction operation

*Note: Please refer to product specifications below for more detail
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185 220 280
250 300 375
370 450 550

\1)

Modular Design
plug LCD keypad
tension card options
d options

k cards for fieldbus

le fan

Adaptability to
Critical
vironments
C operating temperature bl
in DC reactor ey il i
circuit boards *ﬁ_"ﬁ"‘!‘ ]

EMI filter*

afety standards : B
cUL)

w AEN
T TN

1

4 A AELTA

Call 1(800)985-6929 for Sales deltaacdrives.com

sales@deltaacdrives.com



Call 1(800)985-6929 for Sales

Excellent Overload Capability
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The super heavy duty setting is suitable for harsh environment applications with its excellent overload
capability. The current overload capability is 150% for 60 seconds and 200% for 3 seconds.

Fast Response to

Load Impact

Response to sudden load impact

0.75~280kW
motor

2
=

Machinery

Large Starting Torque

In FOC+PG mode, the CH2000 is capable of creating

a start-up torque up to 200% at extremely low speed
for much more stable speed control.

500

300 gt R P it "‘L

Speed(rpm)

rrrrr

OHz 0.1Hz 0.5Hz 1Hz 2Hz 3Hz 5Hz 10Hz

Torque Spectrum (3.7kW) ctype
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Flexible Torque and Current Limit Settings

Protects the equipment from damage due to load impact. Under FOC control mode, setting the torque limit
can protect the machinery in many aspects. The torque and current limit settings provide the user with a

more flexible application.

Output Torque

Reverse motor mode

(power regeneration)

Forward motor mode

N
&

Current limit

Torque limit

Torque limit of
reverse mode
(power regeneration)

Quadrantll

~
- 4

The torque limit at stop

is the minimum value of
the following three values.
Torque limit of

forward mode

(power consumption)

Quadrant |

')

Quadrant Il

Torque limit of
reverse motor run

Current Limit

s Reverse motor mode

Deceleration Energy Backup (dEB)

This function controls the motor's deceleration to a stop when sudden power failure occurs to prevent
mechanical damage. It then returns the motor to its previous speed when power comes back on.

=— |Input Voltage
— Motor Speed

dEB
Decelerate to Stop

Power Blink Off;

7

dEB Return Time

Call 1(800)985-6929 for Sales

» Time

Motor

eFlying Start

deltaacdrives.com

Output Speed

Quadrant IV

Negative torque limit
Positive/negative
torque limit

Current limit

Forward motor mode
(power regeneration)

—
-4

=— |[nput Voltage
— Motor Speed

Unexpected Power @
Shut Down

: Safe Motor
Stop
dEB

Decelerate to Stop dEB Return Time

» Time

6 A AELTA
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Load sharing

Speed
Synchronizing

Delta REG2000 Series
2rgy Regeneration Applicatio

—— AC Voltage

—— DC Voltage

Using the REG2000 with the CH2000 in a crane
and hoist application provides the user with a
four-quadrant operation and energy saving results.

CNC Application (C-axis)

Delta AFE2000 Series
Active Front End Application

The CH2000 provides position control and
pulse wave velocity following functions for

C-axis applications with high overload The Active Front End Unit (AFE2000) helps to
capability providing excellent performance reduce torque ripple and provides excellent

for high-speed rigid tapping. production quality with energy saving results.

7
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Crane Function

Dwell function stabilizes the torque Frequency and current checks,
output to avoid brake abrasion to ensure operation safety

» Time

Braking
Open / Close

Brake delay functions ensure torque Independent sequence setting for brake open,
output before the brake is released. brake close for best application flexibility

Response to Load Impa

High endurance. Maintains a
stable DC Bus voltage when
load impact occurs.

Tension Control

orque Ripple

Other Delta Products
CH2000

CH2000+AFE

8 A AELTA
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Modular Design

The modular design fulfills the needs of system applications and for equipment maintenance purposes.
Various accessory options are available such as 1/0 extension cards, encoder feedback cards,
communication cards, hot plug LCD keypad, removable terminals and removable fan.

EMC-PGO01R . Feedback

Cards
<+
EMC-D42A EMC-D611A
ﬂ ' "
-
B KPC-CCO01 keypad
W Push On/Off design,
easy removal
M Supports standard
RJ45 extension
cable for distance
operation %
\'--_.
|
ﬂ
W RFI Switch
MW Loosen the safety screw on B Modular fan design facilitates B Product nameplate shows the input/
the top cover, press left and replacement and cleaning for output voltage, input/output current,
right sides to remove the cover,  alonger product life. the frequency range and more.
then start wiring o
o
¢ =
i =1
o
Q
=
o
=
(@)
[ )
a
m Removable terminals < P
Convenient wiring and v
safety equipment
CMC-PDO01 CMC-DNO1
Serial RJ45
Analog /O switches Termination resistor communication ports
[
v CMC-MODO01
CMC-EIP01 EMC-COPO1

Call 1(800)985-6929 for Sales deltaacdrives.com sales@deltaacdrives.com
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High-speed Network

sales@deltaacdrives.com

H Provides optional MODBUS RTU and various fieldbus cards for flexible communication applications

m Advanced network functions
m Built-in MODBUS communication interface

| anOp@ﬂ (DS402) Emc-copo1 is optional for all series

Call 1(800)985-6929 for Sales

Ability to control up to 8 Slave drives via the CANopen Master function

= Supports all Delta industrial automation products

(all EDS files of Delta industrial automation products are built-in)
= /O data layout of each piece of equipment on the CANopen Network

= Planning function for motion control
= WPL Soft

= TAP-CNO3 distribution
box for long distances

1Mbps 25m
500kbps 100m

-
« DeviceNetD>

Delta DeviceNet Builder software is specially designed for
DeviceNet communication. With this software, itis easy to
plan DeviceNet equipment and remote 1/O via parameters
to build a standard DeviceNet monitoring structure.

= Supports all Delta industrial automation products
(all EDS files of Delta industrial automation products
are built-in)

1/0 data layout of
each piece of
equipmentin the
DeviceNet network

sDeviceNetBuilder

DeviceNet layout
software
AHLH

B Built-in 10K steps capacity of PLC
functions. Distributed control and
independent operation are easily
achieved via network connection.

m CANopen Master protocol and PLC
functions provide synchronous control
and fast data exchange.

CANopen I. CANopen r. = Cable cable —

—
- EtherNez‘/IPb

® MODBUS TCP

Delta's communication integrator software not only provides
graphic module setting and human interface design but also
supports settings and online monitoring for all Ethernet products

= Delta software for Ethernet/MODBUS TCP products

= Graphic module
setting and human
interface design

= Auto search function

= Setting interface for
virtual COM port

Frre.

XU X1 X2 XS X4 X5 X6 X7 X10 CO C1
1 —— 00000

X1 X12 X13
00000>—|

serlal number

10 A AELTA
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Permanent Magnet (PM) Motor Application

The CH2000 series is capable to drive both induction motors and permanent magnet (PM) motors.
Using a PM motor provides benefits including dynamic response and precise position control, speed
control and torque control.

Counter

Permanent magnet motor

Servo motor CH2000 Series
AC motor drive

Excellent Environment
Adaptability :

= Built-in DC choke*

® Built-in EMI filter*

® Enhanced PCB control board coating for safe
operation in harsh environment applications

Dust-proof

= |solation design of heat dissipation system Interference
separate from other drive components. immunity
® There are two heat dissipating methods: H.eat. ]
. . dissipation
(1) Aflanged mounting helps disperse _ »
heat out of the drive. — B
(2) Acooling fan provides cold air to the ——— > 4

aluminum heat sink. These two methods

are both efficient and can be selected
according to working environment conditions
for the best heat dissipation results.

*Note. Please refer to the product specifications in the following pages.

11
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Environment for Operation, Storage and
Transportation

DO NOT expose the AC motor drive to environments that have dust, direct sunlight,

corrosive/inflammable gases, humidity, liquid or vibrations. The saltin the air
must be less than 0.01mg/cm? year.

IEC60364-1/IEC60664-1 Pollution degree 2 , Indoor use only
SMEETERN  Storage / Transportation | -25C~+70C
Temperature Non-condensation, non-frozen

‘Operaion | Max.90%
SEICCNUIGIEAS Storage / Transportation ~ Max. 95%

No condense water

. Operation/Storage | 8610106 kPa

QUSSR Transportation 7010106 KPa

IEC721-3-3

[ Operaton ~ Class3C2: Class 3S2

Pollution Level _ Class 2C2 : Class 252

Class 1C2 ; Class 1S2

Environment

No concentrate

If the AC motor drive is installed at and altitude of 0~1000m, follow normal
operating restrictions. If it is installed at an altitude of 1000~3000m,
decreases 2% of rated current or lower 0.5°C of temeperature for every 100m
increase in altitude. Maximum altitude for Corner Grounded is 2000m.

Package Drop _ ISTA procedure 1A(according to weight) IEC60068-2-31

V|brat|on

Altitude

Impact

10"
Operatlon Fosition _ _.\

Operation Temperature and Protection Level

. . Operation
Top cover Conduit Box Protection Level Temperature

~ SHD: -10°C ~50°C
FramfaA c Standard
VT e TP R I 230V: 0.75~18.5kW D —
VFDxxxxCH43A-21 [WaddlCatllils SHD: -10°C ~40°C
VFDxxxxCH4EA-21 Erame D=

VFDxxxxCH43C-21 : : Standard inee g
XXXX 230V: 22kW Lk B e SHD: -10°C ~40°C
460V: 37kW B

VFDxxxxCH23A-00 Frame D~H
VFDxxxxCH43A-00 230V: 22kW L E
VFDxxxxCH43C-00 460V: 37kW L &

Standard 7 SHD: -10°C ~50°C
conduit box )

12 A AELTA
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Product Specifications

| Pamesze | A 8 ¢ | o | & |F|
CTYOTTTEEE ST 007 015 022 037 055 075 110 150,185 220 300 370 450 350 750
Applicable Motor Output (kW) [o4s 55 7.5 18.5 22

Applicable Motor Output (hp) ---------------

CIITIIIOM s s 17 25 s s es 75 s 05 s 10 215 216

Overload Tolerance

inputCurront (A) SupsrHeavy outy IS PRSI NN Tl o O

Rated Voltage/Frequency 3-phase AC 200V~240V (-15% ~ +10%), 50/60Hz

Frequency Tolerance 47~63Hz

Natural

Super Haevy
DUTY

Input Rating| Output Rating

Cooling method cooling Fan cooling
Braking Chopper Frame Ato C (built-in); Frame D and above (optional)
DCreactor

Optional

EMC-COPO1 S Opfema

| Framesiz [ A | B |
=g T
VFD-oooCH4EA-21;
Applicable Motor Output (kW) 0.7
Applicable Motor Output (hp) -----------
-----------

Overload Tolerance

Rated Voltage/Frequency 3-phase AC 380V~480V (-15% ~ +10%), 50/60Hz

FrequencyToIerance 47~63Hz

Super Haevy
DUTY

Input Rating| Output Rating

Coollng method Natural cooling Fan cooling
Braking Chopper —

DC reactor Frame A to C (optional); Frame D and above (built-in)

EMC COPO01 Optional

13
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o | E | F ] G | H
. R
VFD-2800CH43A-00/21;
Applicable Motor Output (kW) 37 45 55 75 90 110 132 160 185 220 280
58 73 88 120 143 175 199 247 295 359 438
(eI 7510 0 1 S0 i 220 2o s I s ssond

Overload Tolerance

318 AC 380V~480V (-15% ~ +10%), 50/60Hz
" operatingvortagerange | P e

BT e s ) e
O T 0 e an above (ptinal
Frame D and above (built-in)

DGO FrameDandsbove(optiona)

General Specifications

g 1: V/F, 2:8VC, 3: VF+PG, 4:FOC+PG, 5:TQC+PG,
Reach up to 200% or above at 0.5Hz. Under FOC+PG mode, starting torque can reach 200% at OHz.
WSO 4pointadiustable V/F urveandsquarecurve
5Hz (vector control can reach up to 40Hz)

Torquetimit e
+5%

[Max. Output Frequency (Hz) |l LA R e S
Digital command:0.01%, -10°C~+40°C, Analog command: 0.1%, 25+10°C

X M LTI Digtal command:0.01Hz, Analog command: 0.03 X max.oulput requencylG0 Hz (£116i0)

Rated output currentis 150 % for 60 seconds ;
Rated output current is 200% for 3 seconds

Froquency Setting Signal [ IR EEE R BTSSR
0.00~600.00/0.0~6000.0 seconds

Torque control, Droop control, Speed/torque control switching, Feed forward control, Zero-servo control,
Momentary power loss ride thru, Speed search, Over-torque detection, Torque limit,

17-step speed (max), Accel/decel time switch, S-curve accel/decel, 3-wire sequence, Auto-Tuning

Main control function (rotational, stationary), Dwell, Cooling fan on/off switch, Slip compensation, Torque compensation,

JOG frequency, Frequency upper/lower limit settings, DC injection braking at start/stop,

High slip braking, PID control (with sleep function),Energy saving control, MODOBUS communication
(RS-485 RJ45, max. 115.2 kbps), Fault restart, Parameter copy

Super Haevy
DUTY

Input Rating| Output Rating

Overload Tolerance

Control Characteristics

Fan Control

Motor Protection Electronic thermal relay protection

230: drive will stop when DC-BUS voltage exceeds 410V
460: drive will stop when DC-BUS voltage exceeds 820V

Over-voltage Protection

Over-temperature Protection
Stall Prevention Stall prevention during acceleration, deceleration and running independently

Restart AfterInstantaneous
Power Failure
S:gtuer::‘:iigg EsaKausleunont Leakage current is higher than 50% of rated current of the AC motor drive

I €C ©. oo @ e
14 A AELTA
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Wiring

Frame A~C
Provides 3-phase power DC choke (optional)
CEENE™ Brake resistor (optional)
Jumper A y

Fuse/NFB(No Fuse Breaker)
7N

R(LI) ——O  O—
7N

s(L2)y ———O  O0—

T ——3  O—|

Factory Setting:
NPN (SINK) Mode

Programmable relays

COM
250Vac/5A (N.O.)
FWD/STOP @®FWD ---——--- X 250Vac/3A(N.C.)
REV/STOP X
@ REV ---————- ' 250Vac/2A (N.O.)
1

Multi-step speed 1-
Multi-step speed 2~
Multi-step speed 3~
Multi-step speed 4~

Estimate at COS (0.4)

250Vac/1.2A(N.C.)
Estimate at COS (0.4)

30Vdc/5A (N.O.)
30Vdc/3A(N.C.)

Parameter Settings

N/A . !
~@MI5 --------- ;

N/A L I B tbabbatabtd] ~ ~ ~ ~ ~~ "~~~ "~~~ - '
. MIG --------| FP-~- "~~~ ~-~-~----f-------------------

N/A : @ Mis :- Digital Frequency I
(@ MI7 ~~------ ! DFM output terminals

N/A H 30V/30mA100kHz

—{@MI8 -
Digital signal common DCM
@ 9 9 "‘ - ‘ DCM

Input pulse of MI8 is 100kHZ. Programmable

DO NOT connect mains directly to
the external terminal

1

1

1

1

1

1

|

@ MO1 outputterminals \
48V/50mA :
1

1

1

1

1

1

1

1

1

> o

1

1

1 power removal safety function
: for EN954-1 and IEC/EN61508
1

1

1

ii Programmable
GE{’ 2 ii_\. MO2 output terminals
48V/50mA

Photocoupler output

Digital signal common

Analog programmable
output terminal
0~10VDC/-10~+10V

+10V/20mA | °
0~10V/0~20mA : :

4~20mA/0~10V | Analog signal common

1
1
1
1
1
1
1
1
:
| ~10~+10V
1
1
1
1
1
1
1
1
1
1
1

Analog programmable
output terminal
0~10VDC/4-20mA

-10V/20mA ———@)-10v. =~ 1 'ttommommmemom--ooooooomm oo

Analog signal common;

: Communication]

____________________________________________ [ Slot 1 extension card !

Y e R S,

| MODBUS Rs-485 i 1 [Option PG extension |

| Pin1~2,7, 8:Reserve Do Slot 2 card !

| Pin3,6:GND P AP R ——— __ __ ______,

i sieos el I e extension eard |

O Main circuit | Fineser (W M’ L Rl l
1

@ Control terminal

Shielded leads
& cable

15
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Frame GandH
Provides 3-phase power
R/L11

1
1
1
N\ 1
R/L11

R—O O Ori21 | SIL12
o I

5 O Stz ! TIL13
S O S/iL22
1
1
1
1
1

Provides 12-phase power

50 TIL13 RiL21
T O 123

S/L22

T T/L23

———————————————————————————————————— T \J
i Frame D and for frames above '+1/DC+
1 -
 Provides 3-phase power !
1
I Fuse/NFB(No Fuse Breaker) '
! 7N )
X R(L1) ———O o— R(L1):
' 7N |
. s(L2)y ————O  O— S(L2)
1
1
: T ———3  Oo— T(L3) !
1
___________________________________ 1
Factory Setting: +24V L |
NPN (SINK) Mode ) : RA1 Programmable relays '
1
COoM | 250Vac/5A (N.O.) !
FWD/STOP ® F\D ' 250Vac/3A(N.C.) 1
N T T T i X
REV/STOP . @ REV —-mmmmm- ! 250Vac/2A (N.O.) :
; . Estimate at COS (0.4) !
Multi-step speed . !
Mul -~ d} QM1 oo : 250Vac/1.2A (N.C.) :
ulti-step spee ! ac/1. .C. |
4z -@MI2 -------- I Estimate at COS (0.4) [
Multi-step speed 3~ : ] X
et y @M1z - ! 30Vdc/5A (N.O.) |
Parameter Settings: ulti-step speed 4- @ M4 --------- ! 30Vdc/3A(N.C.) X
N/A D !
—(@MI5 --------- N — - -~ - -
N/A L O LTI — ! Digital Frequency
N/A . I terminals
@M - ! (E{Q‘ 30V/30mA/100kHz
N/A v @)Mis ——----- DCM
Digital signal common & ! g i fer:)n?'rr?;]smable output
I
IS 48V/50mA

Input pulse of MI8 is 100kHZ.
DO NOT connect mains directly
to the external terminal

Programmable output
O MO2 terminals
48V/50mA

O MCM Photocoupler output

+10V/20mA ¢
31 0~10V/0~20mA: :

Analog programmable
output terminal
0~10VDC/-10~+10V

Analog signal common

5KN j‘ o
! 4~20mA/0~10V ¢

Analog signal common
T Analog programmable
output terminal

~10V/20mA +— 0~10VDC/4-20mA

1

1

1

1

1

1

1

1

:

1 S
I -10~+10V ;.
! . O AUI
1

1

1

1

1

1

1

1

1

O O
power removal safety function
for EN954-1 and IEC/EN61508

MODBUS RS-485

1

I

1 Pin1~2,7, 8:Reserve

1 Pin 3,6:GND 8 <1 8 <1

| Pin4:SG- SG+(@ M’ m’ U E .

1 Pin5:SG+ A : . P

Main circuit _ o Option Communication

o | sc-@ ! ! Slot 1 extension card |
1

@ Controlterminal ;- --"-------fF--- et v S22 C0 N

10 & Relay Option Option PG

1
Shielded leads extension card Slot 3 :
&cable e T U

16 A AELTA
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Dimensions

E Digital Keypad

72.0 [2.83]

SO0
000
oD
OO0O

@@@

116.0 [4.57]

KPC-CCO01

Standard LCD Digital Keypad

® Frame A

MODEL

VFDO07CH23A-21
VFDO15CH23A-21
VFD022CH23A-21
VFD037CH23A-21
VFD007CH43A-21
VFD015CH43A-21
VFD022CH43A-21
VFD037CH43A-21

| Frame | w | _H | D | wi | H1 [N

236.0 45.8 6.2 22.2 34.0 28.0
[9.29]

130.0
[5.12]

VFD055CH43A-21
VFD0O07CH4EA-21
VFDO15CH4EA-21
VFD022CH4EA-21
VFD037CH4EA-21
VFDO55CH4EA-21

250.0
[9.84]

170.0
[6.69]

Call 1(800)985-6929 for Sales

116.0
[4.57]

deltaacdrives.com sales@deltaacdrives.com

72.0[2.83] __ 150[059)

IIISJ

o o o o o

00O
aoD
508
OOd

116.0 [4.57]

[im;

KPC-CEO01
Optional LCD Digital Keypad

. See Detail A b
: Wi | D1
ST | | =]

H1
H

=

See Detail B
S1

; dJ

Detail A (Mounting Hole)

i

Detail B (Mounting Hole)

Unit: mm[inch]
L s1 | 01 | 02 | 03 |

[1.80] [0.24] [0.87] [1.34] [1.10]

17
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o

See Detail A D1
EFrame B

a0

EEEE]
EEEEI

L

!

0000A700ARE = e0DODONDD

H1
(URBAA000O0D
EH00L0BEEBRYI000000000

BABEERE00N

e
]

See Detail B

=0 sl

MODEL isﬁ

VFD055CH23A-21

i@ '@
VFD075CH23A-21 'Q
VFD110CH23A-21 =

VFDO075CH43A-21 ﬂl:t \ﬁ \ ol ﬁj
VFD110CH43A-21 - lﬂ
J;;

VFD150CH43A-21 "

Detail A (Mounting Hole)

VFDO75CH4EA-21 Detail B (Mounting Hole)
VFD110CH4EA-21
VFD150CH4EA-21 Unit : mm[inch]

| Fame | w [ W [ D | wi | H1 [ st | 01 | 02 | 03 |

190.0 320.0 190.0 173.0  303.0 77.9 8.5 22.2 34.0 28.0
7.48 12.60 7.48 6.81 11.93 3.07 0.33 0.87 1.34 1.10

D*1: Flange Mounting

W - D
® Frame C See Detail A ‘ D1
‘ ‘7 1 |
= =
:.:.:.D é%%
S = SES
oao FrPEs
— 1==
E]CEHL
=k = 1
[[om) [ ol
° o i ] !
o, o See Detail B Bﬁ
MODEL Detail A (Mounting Hole)
VFD150CH23A-21
VFD185CH23A-21
VFD185CH43A-21 N
VFD220CH43A-21 ‘
.l S1

VFD300CH43A-21

VFD185CHAEA-21 Detail B (Mounting Hole)
VFD220CH4EA-21
VFD300CH4EA-21 Unit : mm[inch]

| Fame | w [ H | D | w1 | H1 [BLIL mmmm
250.0 400.0 210.0 231.0 381.0 ©2.8 22.2 34.0 50.0
m 9.84 156.75 8.27 9.09 15.00 3.66 0.33 0.87 1.34 1.97

D*1: Flange Mounting

18 A AELTA
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D
w SEE DETAILA D1
W1 / .2
® Frame D1 LEA* o, @
|
|
o . |
I T I Il
|
.
. . ]
Me————5 0 @
_ls2
SEE DETAILB
MODEL
VFD220CH23A-00
VFD370CH23A-00
VFD300CH43A-00 1 S DETAILA DETAILB
VFD37OCH43A'OO - (MOUNTING HOLE) (MOUNTING HOLE)
VFD450CH43A-00
VFD750CH43A-00 Unit : mmlinch]
| Frame | W | H | D | w1 | H1 | H2 | H3 BLIE mmmmmm
330.0 _ 275.0 285.0 550.0 525.0 492.0 107.2 16.0 11.0 18.0
[12.99] [10.83] [11.22] [21.65] [20.67] [19.37] [4.22] [0.63] [0.43] [0.71]
D
® Frame D2 | \‘,’VV1 /SEEDETAILA D1 ™
: = @
|
|
|
|
B 2 |
. |
.l
\
. . 1.
o 8 ﬁ
\ L s2
SEE|DETAILB
¢1: o1
23— |03
MOPEL ToaS @ o
VFD220CH23A-21 O W W O
VFD300CH23A-21
VFD370CH23A-21 y ‘ X
VFD370CH43A-21 K ic 9
DETAILA DETAILB
VFD450CH43A-21 —_— (MOUNTING HOLE) (MOUNTING HOLE)
VFD550CH43A-21
VFD750CH43A-21 Unit : mmlinch]

| Fame [ w | H | D | wi | H1 | H2 | H3 BRI D2 | s1 | s2 | 01 ] 02 ] 03

330.0 688.3 275.0 285.0 550.0 525.0 492.0 107.2 16.0 11.0 18.0 76.2 340 220
[12.99] [27.10] [10.83] [11.22] [21.65] [20.67] [19.37] [4.22] [0.63] [0.43] [0.71] [3.00] [1.34] [0.87]
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W1 [See Detail A D1
®Frame E1 S —

H2
H1
H3

@ 8|

\See Detail B

MODEL

VFD450CH23A-00
VFD550CH23A-00
VFD900CH43A-00
VFD1100CH43A-00

J_ ol

Detail a(MountingHole) Detail B(MountingHole)

Unit : mm[inch]

| Frame | W | H | D [ w1 | H1 | H2 | H3 LIE mmmmmm

370.0 _ 300.0 335.0 589 560.0 528.0 143.0 18.0 13.0 18.0 _
[14.57] [11.81] [13.19] [23.19] [22.05] [20.80] [5.63] [0.71] [0.51] [0.71]
® Frame E2 w D
_ oW fSee Detail A D1

[ —

H2
H1
H3

See Detail B

S2

O

Detail a(MountingHole) Detail B(MountingHole)

MODEL

VFD450CH23A-21
VFD550CH23A-21
VFD750CH23A-21
VFD900CH43A-21
VFD1100CH43A-21

| Frame [ W | H | D | wi | H1 | H2 | H3 [LERN D2 [s1s2] s3 | 01 | 02 | 03 |

370.0 715.8 300.0 335.0 589 560.0 528.0 143.0 18.0 13.0 18.0 22.0 34.0 92.0
[14.57] [28.18] [11.81] [13.19] [23.19] [22.05] [20.80] [5.63] [0.71] [0.51] [0.71] [0.87] [1.34] [3.62]

20 A AELTA
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- - W D
Dimensions | i o1
5 N — (o] o
® Frame F1
EEHE
1] |eedt

H3

D2

MODEL

VFD750CH23A-00
VFD1320CH43A-00

| Frame [ W | H_[ D | Wi : .
ﬂm 4200  _ 300.0 380.0 I ]
[16.54] [11.81] [14.96]

| Frame | H1 | H2 | H3 BERN] D2 | s1 | s2 | s3 | 01 | 02 | 03

é

F Detail A (Mounting Hole)
o
3

Unit : mml[inch]

Detail B (Mounting Hole)

800.0 770.0 717.0 124.0 18.0 13.0 250 18.0 92.0 350 22.0
[31.50][30.32] [28.23] [4.88] [0.71] [0.51] [0.98] [0.71] [3.62] [1.38] [0.87] _
D1*: ZREEE
.F W D
rame F2 Wi fSeeDetaiIA D1
O 5 o o —— E; E
=§§,
| e
® @ %I g
® @) G
\See Detail B S3 D2
MODEL _s1
VFD750CH23A-21 é
VFD1320CH43A-21 Unit : mml[inch] s2
Detail A (Mounting Hole)
| Frame | w [ H | D | Wi |
© S1
420.0 940.0 300.0 380.0 -
[16.54] [37.00] [11.81] [14.96] e '

Detail B (Mounting Hole)

| Frame | H1 | H2 | H3 BIRN D2 | s1 | s2 | s3 | 01 ] @2 | 93

800.0 770.0 717.0 124.0 18.0 13.0 25.0 18.0 92.0 35.0 22.0
[31.50] [30.32] [28.23] [4.88] [0.71] [0.51] [0.98] [0.71] [3.62] [1.38] [0.87] ,
D1*: Flange Mounting
21
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w1 See Detail A

B Frame G1

\See Detail B

MODEL

VFD1600CH43A-00
VFD2200CH43A-00 Unit : mm[inch]

500.0 397.0
[19.69]

[15.63]
-mmmmmmmmmmm

S1

e

ﬁ"m allaila
[Pl
]

akalaba ol BBl LA

Detail a(MountingHole) Detail B(MountingHole)

440.0 1000.0 963.0 913.6 13.0 26.5 27.0
[217.32] [39.37] [37.91] [35.97] [0.51] [1.04] [1.06]
| v‘f/: |  See Detail A :
Al e ° o 14 [®)
B Frame G2
A —C— 2 m— o
\See Detail B LB;
8 8
8 8 8
MODEL
To~ = —=— s1 s1
VFD1600CH43A-21 | ?;\@f\@/\ﬁ_
VFD2200CH43A-21 Unit : mm[inch] E Cl t/\
| Frame | W | H [ D | c - . =
E [?8068] [142:g32] [?276:03] LT LT Detail a(MountingHole) Detail B(MountingHole)

440.0 1000.0 963.0 913.6 13.0 265 27.0 220 340 1175
[217.32] [39.37] [37.91] [35.97] [0.51] [1.04] [1.06] [0.87] [1.34] [4.63]
22
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Unit : mmlinch]

See Detail B(Mounting Hole)

See Detail A(Mounting Hole)

See Detail B

/See Detail A
|

e

W

W

1000000000000EDN000DA0N0COEED00DULANDONDADI0ECOTANODDEANDONE

lalafalsllalsl

il

¥

e G P L

I ®w

:

Imensions

= Frame H1

D

VFD2800CH43A-00

MODEL

1403.0 )
[56.50] [55.24]

1435.0

290.0
[11.42]

i 630.0
[24.80]

398.0
[15.67]

700.0 )
[27.56]

sales@deltaacdrives.com

_ 13.0 26.5 25.0 _
[0.51] [1.04] [0.98]
23
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i}
ﬂ/S:i

> mmlinch]

Unit

) 1701.6
[66.99]

A AELTA

sales@deltaacdrives.com

See Detail B(Mounting Hole)

1729.0
[68.07]

760.0

| “ﬁé

[29.92]

¢H

1
2
See Detail A(Mounting Hole)

630.0
[24.80]

See Detail A

500.0
[19.69]

%

deltaacdrives.com
o |5

W1

Ole

o
5
J)
(=]
8
| ow
H |
IH f va 3T za

e
[T
D
R
[
[
A
Ll
® [}
(-]
)
W5
(L
ol
W2
W3
W4

[ILE
lo

Call 1(800)985-6929 for Sales
® Frame H2

iy
I
I
il
]
i
W
DAl
@
@
Gl
(]
o
3
m°i
ols 1
1
| Frame | w | H | D [ Wi [ w2 | w3 | w4 | W5 | W6 | H1 [ H2 [ H3 | H4 |
| Frame | W5 | D1 | D2 | D3 | D4 | D5 | D6 | s1 | s2 | s3 [ 01 | 02 | 03 |

700.0 17450 404.0 800.0 i
[27.56] [68.70] [15.91] [31.50]

1346.6  51.0 38.0 65.0 204.0 68.0 137.0 13.0 26.5 25.0
[63.02] [2.01] [1.50] [2.56] [8.03] [2.68] [5.39] [0.51] [1.04] [0.98]

VFD2800CH43C-00

MODEL

24
deltaacdrives.com
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. D1
]j;

CH

deltaacdrives.com

/See Detail A
|

o [(§

W1

o0 00 oo

s

600 005 OB0 605 000 0o 005 060 oo oo
B HHA B8 FHA B53 BHR EH A A 88 AAE B

B0 655 o000
B HHA B8 FHA B53 BER EH A A8 88 AAE B
B0 G55 000 ob ood B0 655 oo8 tHo 005 Hoo ooo God

Imensions

D

Call 1(800)985-6929 for Sales

® Frame H3

A ()

See Detail B

Unit : mml[inch]

See Detail B(Mounting Hole)

See Detail A(Mounting Hole)

VFD2800CH43C-21

MODEL

1701.6
[66.99]

1729.0
[68.07]

630.0  760.0
[29.92]

[24.80]

500.0
[19.69]

700.0 1745.0 404.0 800.0 )
[27.56] [68.70] [15.91] [31.50]

sales@deltaacdrives.com

1346.6  51.0 38.0 65.0 2040 68.0 137.0 13.0 26.5 25.0 22.0 34.0 117.5
[563.02] [2.01] [1.50] [2.56] [8.03] [2.68] [5.39] [0.51] [1.04] [0.98] [0.87] [1.34] [4.63]
25
deltaacdrives.com
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Option Cards

EMC-PGO1L

VP

DCM

A1,/A1,B1,
/B1,21,1Z1

A2,/A2,B2,/B2

Set by

Pr.10-00~10-02
AO, /A0,
PG OUT BO, /BO,
Z0, /20, SG

EMC-PG010

Terminals

VP
DCM

A1,/A1,B1,
/B1, 21, 1Z1

A2,/A2,B2, /B2

Set by
Pr.10-00~10-02 LAl
V-
PG OUT
A/O, BIO, ZIO

EMC-PGO1R

Terminals
R1-R2

S1,S2, S3, S4,

A2, /A2
B2,/B2

Set by
Pr.10-00~10-02

AO, /AO,
BO, /BO,
Z0,/Z0, SG

Call 1(800)985-6929 for Sales

deltaacdrives.com sales@deltaacdrives.com

Terminals Descriptions

Output voltage for power: +5V/+12V+5% (use FSW3 to switch +5V/+12V)
Max. output current: 200mA

Common for power and signal

Encoder Input signal (Line Driver)
1-phase or 2-phase input; Max. output frequency: 300kP/sec

Pulse Input signal (Line Driver or Open Collector)
Open collector input: +5V/+12V (Note1)
1-phase or 2-phase input; Max. output frequency: 300kP/sec.

PG Card Output signals. Division frequency function: 1~255 times

Max. output voltage for Line driver: 5Vdc

Max. output current: 50mA; Max. output frequency: 300kP/sec

SG: The GND of PG card is the same as the host controller or PLC,
so a common output signal is attained.

Output voltage for power: +5V/+12V+5% (use FSW3 to switch +5V/+12V)
Max. output current: 200mA

Common for power and signal

Encoder Input signal (Line Driver or Open Collector)
Open collector input: +5V/+12V (Note1)
1-phase or 2-phase input; Max. output frequency: 300kP/sec

Pulse Input Signal (Line Driver or Open Collector)
Open collector input: +5V/+12V (Note1)
1-phase or 2-phase input; Max. output frequency: 300kP/sec.

Needs external power source for PG OUT circuit.
Input voltage of power:+12V ~ +24V

Negative power supply input

PG Card Output signals. Division frequency function: 1~255 times

Add a pull-up resistor to the open collector output signals to avoid signal
interferences. [Three pull-up resistors are included in the package (1.8kQ/1W)]
Max. Output current: 20mA; Max output frequency: 300KP/Sec

Resolver Output Power 7Vrms, 10kHz
Resolver Input Signal 3.54+0.175Vrms, 10kHz

Pulse Input Signal (Line Driver or Open Collector)
Open collector input: +5V/+12V (Note1)
1-phase or 2-phase input; Max. output frequency: 300kP/sec.

PG Card Output signals. Division frequency function: 1~255 times
Max. output voltage for Line driver: 5Vdc

Max. output current: 50mA

Max. output frequency: 300kP/sec

SG: The GND of PG card is the same as the host controller or PLC,

so a common output signal is attained.
A NAELTA

sales@deltaacdrives.com
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Option Cards

EMC-PG01U
m FJMP1[S]: Standard UVW Output Encoder;[D: Delta Encoder

Terminals Descriptions

VP Output voltage for power: +5V/+12V5% (use FSW3 to switch +5V/+12V)
Max. output current: 200mA
DCM Common for power and signal
A1, /A1, B1, Encoder input signal (Line Driver)
1-phase or 2-phase input.
/81,241,121 Max. output frequency: 300kP/sec
U1, /U1, v1, . )
V1, W1, /W1 Encoder input signal
Rl gmselnﬂmfigr}al t: +5V/+12V (Note1)
Setb pen collector input: +5V/+ ote
Pr.10¥00~10-02 12 1-phase or 2-phase input; Max. output frequency: 300kP/sec.
PG Card Output signals.
Division frequency function: 1~255 times
AO, /AO, Max. output voltage for Line driver: 5Vdc
PG OUT BO, /BO, Max. output current: 50mA
Z0,/Z0, SG Max. output frequency: 300kP/sec
SG: The GND of PG card is the same as the host controller or PLC,
so a common output signal is attained.

Note 1: For the Open Collector,set input voltage to 5~15mA and install a pull-up resistor
[5V] Recommended pull-up resistor: 100~220Q + 1/2W and above
[12V] Recommended pull-up resistor: 510~1.35kQ - 1/2W and above
[24Vv] Recommended pull-up resistor: 1.8k~3.3kQ + 1/2W and above

Screw Specifications for Option Card Terminals

EMC-D42A /| EMC-D611A 24~12AWG ( 0.205~3.31mm’)
ENC-BPSD1

24~16AWG (0.205~1.31mm?)
EMC-R6AA .
EMC-PGO1L /| EMC-PG010 30~16AWG (0.0509~1.31mm")

EMC-PG01R / EMC-PGO01U Torque 2Kg-cm [1.741b-in]

27
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EMC-D42A

Terminals Descriptions

Common for multi-function input terminals

com Select SINK (NPN) /SOURCE (PNP) inJ1 jumper/external power supply
Refer to parameters 02-26~02-29 to program the multi-function inputs
MI10~MI13.
MI10~ MI13 Internal power is applied from terminal E24: +24Vdc+5% 200mA, 5W

External power +24Vdc: max. voltage 30Vdc, min. voltage 19Vdc, 30W
ON: the activation currentis 6.5mA; OFF: leakage current tolerance is 10i1A

. Multi-function output terminals (photocoupler)
1/0 Extension Card MO10~MO11 Duty-cycle: 50%; Max. output frequency: 100Hz
Max. current: 50mA; Max. voltage: 48Vdc

MXM Common for multi-function output terminals MO10, MO11(photocoupler)
Max 48Vdc 50mA

EMC-D611A

Terminals Descriptions

AC AC power common for multi-function input terminal (Neutral)

Refer to Pr. 02.26~ Pr. 02.31 for multi-function input selection
q Input voltage: 100~130VAC; Input frequency: 57~63Hz
MI10~ Mi15 .
Input impedance: 27Kohm
1/0 Extension Card Terminal response time: ON: 10ms; OFF: 20ms

EMC-R6AA

Terminals Descriptions

Refer to Pr. 02.36~ Pr. 02.41 for multi-function input selection
Resistive load:

5A(N.O.)/250VAC

5A(N.O.)/30Vdc

R10A~R15A :
Inductive load (COS 0.4)
PGS 2.0A(N.O.)/250VAC
Relay 2.0A(N.O.)/30Vdc
Extension Card Itis used to output each monitor signal, such as for drive in operation,

frequency attained or overload indication.

EMC-BPS01

Terminals Descriptions

Input power: 24V+5%
Maximum input current:0.5A
Note:

é:l\lg (1) Do not connect the control terminal +24V (Digital control signal
common: SOURCE) directly to the EMC-BPSO01 input terminal 24V.
External (2) Do not connect control terminal GND directly to the EMC-BPS01
Power Supply Card input terminal GND.
CMC-MODO01

Features

B MDI/MDI-X auto-detect B E-mail alarm

m Virtual serial port. m Baud rate: 10/100Mbps auto-detect

m Supports MODBUS TCP protocol
m AC motor drive keypad/Ethernet configuration

Network Interface

ITTET RJ-45 with Auto MDI/MDIX 10/100 Mbps Auto-Detect

Number of ports 1 Port ICMP, IP, TCP, UDP, DHCP, SMTP,
STl (EEE 802.3, IEEE 802.3u Network protocol HOBIEILE G2 R el

Delta Configuration
Category 5e shielding 100M

28 A AELTA
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Option Cards

CMC-EIPO1

Network Interface

Features

MDI/MDI-X auto-detect B Virtual serial port
Supports MODBUS TCP and Ethernet/IP protocol
Baud rate: 10/100Mbps auto-detect

AC motor drive keypad/Ethernet configuration

10/100 Mbps Auto-Detect

ICMP, IP, TCP, UDP, DHCP, SMTP,
MODBUS OVER TCP/IP,
Delta Configuration

RJ-45 with Auto MDI/MDIX

Number of ports 1 Port

HELEIESCLERELT N [EEE 802.3, IEEE 802.3u
Category 5e shielding 100M

CMC-PDO1

Network protocol

Features

m Supports PZD control data exchange.

Supports PKW polling AC motor drive parameters.
Supports user diagnosis function.

[ |
[ |
m Auto-detects baud rates; supports Max. 12Mbps.

PROFIBUS DP Connector

NG L el High-speed RS-485
Shielded twisted pair cable

Electrical isolation 500VDC

Communication

Cyclic data exchange
DELA08DB.GSD
0808 (HEX)

9.6kbps; 19.2kbps; 93.75kbps; 187.5kbps;
125kbps; 250kbps; 500kbps; 1.5Mbps;
3Mbps; 6Mbps; 12Mbps (bits per second)

Serial transmission
speed supported

(auto-detection)

Features

m Based on the high-speed communication interface of Delta HSSP
protocol, able to conduct immediate control of AC motor drive.

Supports Group 2 only connection and polling I/O data exchange.
For I/0O mapping, supports Max. 32 words of input and 32 words of output.
Supports EDS file configuration in DeviceNet configuration software.

Supports all baud rates on DeviceNet bus: 125kbps, 250kbps,
500kbps and extendable serial transmission speed mode.

Node address and serial transmission speed can be setup on AC
motor drive.
Power supplied from AC motor drive.

AC Motor Drive Connection Port

50 PIN communication terminal

DeviceNet Connector

5-PIN open removable connector.
Of 5.08mm PIN interval

CAN

Transmission

method SPIl communication

Transmission

method 1. Communicating with AC motor drive

2. Transmitting power supply from AC
motor drive

: - ; Terminal
Shielded twisted pair cable function

(with 2 power cables)

Transmission
cable

Communication
protocol

Transmission
speed

125kbps, 250kbps, 500kbps and Delta HSSP protocol
extendable serial transmission

speed mode

DeviceNet protocol

Network protocol

29
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EMC-COPO1
Built-in EMC-COPO01 cards are available for VFDXXXC23E and VFDXXXC43E.

RJ-45 Pin definition

— CAN_H bus line (dominant high)
n CAN_L bus line (dominant low)
IE DS Groundioviv-

Male Female n Ground/0V/V-

Specification

CAN standard cable
1M 500k 250k 125k 100k 50k

Communication protocol CANopen

CANopen Communication Cable

Model: TAP-CB03, TAP-CB04
L+10 Title
H1 R g 1 TAP-CBO3  500+10  19+0.4
1 . 1 2 TAP-CB04 1000+10 3940.4
Digital Keypad Accessories: RJ45 Extension Leads and CMC-EIP01 Cables

Applicable Models : CBC-K3FT * CBC-K5FT * CBC-K7FT * CBC-K10F * CBC-K16FT

1 CBC-K3FT RJ45 extension lead, 3 feet (approximately 0.9m)
2 CBC-K5FT RJ45 extension lead, 5 feet (approximately 1.5m)
& CBC-K7FT RJ45 extension lead, 7 feet (approximately 2.1m)
4 CBC-K10FT RJ45 extension lead, 10 feet (approximately 3m)
5 CBC-K16FT RJ45 extension lead, 16 feet (approximately 4.9m)

30 A AELTA
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Ordering Information

Frame A

Frame B

4

Frame D
R R

Frame F
-

Call 1(800)985-6929 for Sales

230V:
0.75kW~3.7kW

460V:
0.75kW~5.5kW

230V:
5.5kW~11kW

460V:
7.5kW~15kW

230V:
15kW~18.5kW

460V:
18.5kW~30kW

230V:
22kW~37kW

460V:
37kW~75kW

230V:
45kW~55kW

460V:
90kW~110kW

230V:
75kW

400V:
1320kW

VFDO007CH23A-21
VFD015CH23A-21
VFD022CH23A-21
VFDO037CH23A-21

VFDO055CH23A-21
VFD075CH23A-21
VFD110CH23A-21

VFD150CH23A-21
VFD185CH23A-21

Frame D1:

VFD220CH23A-00
VFD300CH23A-00
VFD370CH23A-00
VFD370CH43A-00
VFD450CH43A-00
VFD550CH43A-00
VFD750CH43A-00

Frame E1:
VFD450CH23A-00
VFD550CH23A-00
VFD900CH43A-00
VFD1100CH43A-00

Frame F1:
VFD750CH23A-00
VFD1320CH43A00
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VFDO007CH43A-21
VFD015CH43A-21
VFD022CH43A-21
VFDO037CH43A-21
VFDO055CH43A-21

VFDO075CH43A-21
VFD110CH43A-21
VFD150CH43A-21

VFD185CH43A-21
VFD220CH43A-21
VFD300CH43A-21

Frame D2:

VFD220CH23A-21
VFD300CH23A-21
VFD370CH23A-21
VFD370CH43A-21
VFD450CH43A-21
VFD550CH43A-21
VFD750CH43A-21

Frame E2:
VFD450CH23A-21
VFD550CH23A-21
VFD900CH43A-21
VFD1100CH43A-21

Frame F2:
VFD750CH23A-21
VFD1320CH43A-21

sales@deltaacdrives.com

VFDO007CH4EA-21
VFD015CH4EA-21
VFDO022CH4EA-21
VFDO037CH4EA-21
VFDO055CH4EA-21

VFDO75CH4EA-21
VFD110CH4EA-21
VFD150CH4EA-21

VFD185CH43A-21
VFD220CH4EA-21
VFD300CH4EA-21
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Model Name
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460V: Frame G1:
160kW~220kW VFD1600CH43A-00

VFD1850CH43A-00
VFD2200CH43A-00

460V: Frame H1:
2800kW VFD2800CH43A-00

VFD 1100 [HCHE 43 A -

Product

Product Series

@R cH2000

Output Power

sales@deltaacdrives.com

Frame G2:

VFD1600CH43A-21
VFD1850CH43A-21
VFD2200CH43A-21

Frame H2: Frame H3:
VFD2800CH43C-00 VFD2800CH43C-21

NEMA Protection
UL Open Type
NEMA 1

IP Protection
L IPOO
IP20

Installation Types

— A wailMount € Cabinet

Input Voltage/Phase

- 230V 3-phase
460V 3-phase
460V 3-phase (Built-in EMI filter)

007 0.75kW 075 7.5kW 300 30kW 900 90kW 2200 220kW
015 1.5kW 110 11kW 370 37kW 1100 110kwW 2800 280kW
022 2.2kW 150 15kW 450 45kW 1320 132kW
037 3.7kW 185 18.5kW 550 55kW 1600 160kW
055 5.5kW 220 22kW 750 75kW 1850 180kW

Variable Frequency Drive
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Taoyuan Technology Taoyuan Plant 1 Taiwan’s First Green Factory Woujiang Plant 3 China Delta Greentec

Center

Global Operations
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IABU Headquarters

Delta Electronics, Inc.

Taoyuan Technology Center

No.18, Xinglong Rd., Taoyuan City,

Taoyuan County 33068, Taiwan

TEL: 886-3-362-6301/ FAX: 886-3-371-6301

Asia

Delta Electronics (Jiangsu) Ltd.

Wujiang Plant 3

1688 Jiangxing East Road,

Wujiang Economic Development Zone

Waujiang City, Jiang Su Province,

People's Republic of China (Post code: 215200)
TEL: 86-512-6340-3008 / FAX: 86-769-6340-7290

Delta Greentech (China) Co., Ltd.

238 Min-Xia Road, Pudong District,
ShangHai, P.R.C.

Post code : 201209

TEL: 86-21-58635678 / FAX: 86-21-58630003

Delta Electronics (Japan), Inc.

Tokyo Office

2-1-14 Minato-ku Shibadaimon,

Tokyo 105-0012, Japan

TEL: 81-3-5733-1111/FAX: 81-3-5733-1211

Delta Electronics (Korea), Inc.

1511, Byucksan Digital Valley 6-cha, Gasan-dong,
Geumcheon-gu, Seoul, Korea, 153-704

TEL: 82-2-515-5303 / FAX: 82-2-515-5302

Delta Electronics Int’l (S) Pte Ltd
4 Kaki Bukit Ave 1, #05-05, Singapore 417939
TEL: 65-6747-5155/ FAX: 65-6744-9228

Delta Electronics (India) Pvt. Ltd.

Plot No 43 Sector 35, HSIIDC

Gurgaon, PIN 122001, Haryana, India
TEL:91-124-4874900/ FAX : 91-124-4874945

Americas

Delta Products Corporation (USA)

Raleigh Office

P.O.Box 12173,5101 Davis Drive,

Research Triangle Park, NC 27709, U.S.A.
TEL: 1-919-767-3800/ FAX: 1-919-767-8080

Delta Greentech (Brasil) S.A

Sao Paulo Office

Rua ltapeva, 26 - 3° andar Edificio Itapeva One-Bela Vista
01332-000-Sao Paulo-SP-Brazil

TEL: +55 11 3568-3855/ FAX: +55 11 3568-3865

Europe

Deltronics (The Netherlands) B.V.

Eindhoven Office

De Witbogt 15, 5652 AG Eindhoven, The Netherlands
TEL: 31-40-2592850 / FAX: 31-40-2592851

*We reserve the right to change the information in this catalogue without prior notice.
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