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Human Machine Interface

Various dimensions, display size
and performance for a wide range of industrial applications
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Display max.
8 lines text
8 Shades of Blue 16 Shades of Gray 256 Colors 65536 Colors 8 Shades of Blue 65536 Colors
STN FSTN STN TFT STN TFT
o 5 Extension Interface Extension Interface Extension Interface USB HOST USB HOST USB HOST
SM Card SM Card SM Card Extension Interface Extension Interface Extension Interface
SM Card

Display max.
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Display max.
4 lines text
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Monochrome
STN 8 Shades of Blue 8 Shades of Blue 256 Colors
b e 0SB HosT e
Series TP02 TP04 TP05 TP08 AS A AE
Display Size 72*22mm 3"(67*32mm) 3.8"(83*41mm) 3.8"(83*41mm) 3.8" 5.7" 5.7" 5.7" 8" 10.4" 5.7" 8" 9.4" 10.4"
Resolution 160*32 128*64 160*80 240*128 320*240 320*240 320*240 320*240 640*480 6407480 320*240 640*480 640*480 640*480
. 8 Shades of 8 Shades of 8 Shades of Blue 8 Shades of Blue
Display Color Monochrome Monochrome Monochrome Monochrome Blue Blue 256 Colors 16 Sg?gfs of E5EG Calons | G550 Gala 16 Sh?gfs of 65536 Colors B heeaerEi| 65556 Gala
Flash Memory 256K 1M 1M 1M 1M 1M 256 Colors 256 Colors
SRAM 32K 64K 128K 128K 128K 3M ™ ™ 3M ™ ™ ™
Function Key 16 12 24 24 4+SYS 4+SYS 4+SYS 256K 512K 512K 512K 512K 512K 512K
USB HOST N/A N/A N/A N/A YES YES YES 4+SYS 6+SYS 7+SYS 4+SYS 6+SYS 11+SYS 7+SYS
SM Card N/A N/A N/A N/A N/A N/A N/A N/A YES YES N/A YES YES YES
Extension Module N/A N/A N/A N/A N/A N/A N/A YES N/A N/A YES YES N/A N/A
i N/A N/A N/A YES YES YES YES
gz::‘a,:‘unicaﬁon COM*2 COM*2 COM*2 COM*2 COM*3  COM*3  COM*3 COM* 2 COM*3 COM* 3 COM*3 COM*3 COoM*3 cCoM*3
Editing Software TPEditor Screen Editor Screen Editor

Call 1(800)985-6929 for Sales deltaacdrives.com sales@deltaacdrives.com



Human Machine Interface

Features of HMI

Extension Module

Offer various kinds of optional extension modules to extend the

Display

HMI functionality. Full-color Display:
Offer many different displays for the users to produce colorful,
Extension Printer Module: bright and high-resolution images. Max. 65536 colors TFT
Used to connect to printer. LCD display is provided. Clear and realistic images and

graphs can be easily created.

?

Extension DIO Module:
Match the need for display, control and operation all-in-one
application.

Extension Ethernet Module:
Peripheral equipment can be connected by Ethernet Module.
The ability to long-distance data transmission enables fast
and effective monitoring and controlling.

Transferring Data

Rapid USB Download:
Efficiently reduce download time by using USB high-speed
transmission interface.

USB Flash Drive for Copying Screen Data:
USB flash drive is used to copy the HMI screen data. It also
provides password protection and can limit the frequency of
copying the screen data. Using USB flash drive can protect
screen data effectively and achieve easier maintenance of
remote equipment.

HMI can be connected to different kinds of inkjet printers
and dot matrix printers by using

USB Host or Extension Printer

Module.

N ¢ . ._‘ \ B i E
\ N \\.,\ 5 25
Connectable Printers: \ / ; (:mmi—jmm
EPSON Stylus C45 Seing

EPSON Stylus C65
EPSON Stylus C67

EPSON Stylus Photo oo

HP LASERJET 1022N O O O

uI;—DAE1SGKJ ET 400 TEMPERATURE #1 TEMPERATURE #2 TEMPERATURE #3 -
MP_A40

EPSON LX-300+ y d

Panasonic KX-P1150 \’

ZEBRATLP2844 .

Communication

Serial Communication Interface:
Support up to three COM ports for serial communication.
It can connect to multiple controllers in serial simultaneously.
Besides Delta industrial automation products, Delta HMI
product can also support more than twenty well-known
brands of controllers and continue to increase.

Alarm Operatio

Fast Operation

PLC program can be upgraded and maintained via HMI.
It provides fast operation with less wiring and less
connections.

)

Saving Data

Screen data, history records and recipes can be easily saved through
SM card or USB flash drive.

Call 1(800)985-6929 for Sales deltaacdrives.com sales@deltaacdrives.com



Human Machine Interface
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HMI Software Editor - Screen Editor

Easy-to-understand Toolbar:
Easily execute any editing operation by using the icons on Toolbar.
jHodES 7 xOEBH O &8 ms w% 58
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Element Toolbar:

Recommended System Requirements of Screen Editor:

Item System Requirement
CPU Pentium |1l 500MH or higher
Memory 256 MB or more of available space is needed.
Hard Disk 400 MB or more of available space is needed.
Display Display resolution of 800 x 600 or more is recommended.
Printer Printer that is compatible with Windows 2000/WindowsXP
(OK] Windows 2000/WindowsXP

Various elements satisfy the needs of all applications.

The users can download the Screen Editor, the program editor of Delta HMI product and the user
manual via the following link: http://www.delta.com.tw/industrialautomation/.
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Work Place (Drawing Area):

Property Table:

The users can create and edit all elements here. iil EHB 0o~ Lf:; = ;ﬁ O _d Y |1wb v :t\ & q It provides element property settings for each
The work place will change to different size b _ — e —— — = element.
automatically depending on selected _ 12 V|A“a| v| == s 11 A-BI U i < j’ ) = (] [ — —
HMI model. moyml 3@ m ﬁ [; E E Eﬂ ") B v| o lo (5 @ B B =l ==, E i Meter(3) 021 03 o |
—= T - ]
e} - Scroen | L:jEHDﬂ RRipCHE X Teat
[Meter(3) 021 ) v|[o | e o
| | Teat Codar
Taxt Background Color
Set Set Text Size 12 e
oy aanes | | | . —
OFF Font Arial Lo Raghom sl
| Text Coler - (00,0 ::ﬁ::hw = (255, 295.0
] Increment § Decrement s - (55, 0,0) e _— 120, 139
Backeround Color === (168, 252, 252) —
' Style Sunken e
Present . | Detail Setup Detail .
. Low Region Color &= (0,232,0)
Low limit High Region Color NN (252, 0,0)
LiteRE (it Stitch Color = (255,25,0)
igh Limi | Scale Color — (128,0,128)
| Scale Repion Numb+ 3
—  — Output Window:
ist d editing actions and output messages will be
E List |[3 Preview All edit t d output b
shown here when compile is finished.
Output 36X h h h ile is finished
[ Cutput Focus ™
Layout Toolbar: = Coto Screen (341, 355)
It helps the users to align, position the element and = Goto Screen (341, 408)
also allows the users to make the element be the = Rectangle (504, 84) 3 OvizuiForm =
same size. = Text (510, 88)  Guts e (321, 385)
. o Gabe Sceeen (341, 406)
=% P::rum data - Enluul-(!ﬂ(-l B
=¥ Compile fail = o Tt (310, 55)
w :h:nurd.m
o Compile il
D ORdEBEETL A0 M 508 ¢ > = 3
iy - £ *
Record | Ouiput ]
THROG ARG EM MY 20 @ | Bt oo
Download USE [629;162] €266,195 W:118 HO7 DOP-AEBOTHTD 65536 Colors NUM
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Human Machine Interface

Multi-Language Interface

3 viewable languages are provided: Traditional Chinese, Simplified
Chinese and English. More languages support, such as Korean,
Turkish, etc. will be available soon.

Environment X)
System Path

Output Path |

| CProgram Files\DELT AiScreen Editor 1.05.78\SerEditpplout |@

Options
ToolBars/Windows Language
[4] Text Bar | TradChinese v
Bitrap Bar
Zoorm Bar
Layout Bar
Properties
be [[] AutoSave ... Time Interval 0 < o
Output Bar : . 7
[] Auto Open Last File when starting ScrEditor
[[] Center Drawing Area
Include Picture Data when uploading
[] Auto Convert Input Address To Tag Name
m ’ Reinstall HMI USB Driver ]

[ Uninstall HMI USB Driver ]

[ ox  J[ cema |

Flexible Recipe Function. 32-bit recipe is supported.

Simple recipe editing function can save parameter values to HMI
and command the controller to change the parameters. This is
convenient for different production process change.

Support 32-bit floating point format for high-precision production
process.

The recipes can be saved to SM Card or USB flash drive. Besides,
CSV file data is allowed and can also be edited.
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Screen Editor Software Features

Convenient Screen Management

Use HMI screen management function can
easily manage the designed screen.
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Picture Bank

The users can use this option to import various pictures (*.bmp, *.gif, *.jpg, *.ico) to enrich the screen

Multi-Screen Editing

Screen Editor allows the users to edit several
projects at the same time. The users can work
on different screens and copy the images or
data from one project to another.
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selection and make the Picture Bank more plentiful.

The picture can be converted to different color

according to different types of models.
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Human Machine Interface

Screen Editor Software Features

Easy Debugging

Output i3 ¥ Once an error occurs when compile is finished, the
error message will display in Output Window. Ten 001 Ty [0 ] Tgm [0
Ll e e _ Then, the users can know where the error occurs and - _wm. —
xMW@D"M’m:I('IO proceed debugging immediately I,%r m: g : X mlm; -
ﬁTexE“wdthlsmdlt'selmt width &3 i Chose different tab ek Adel
X Element IR e to switch to different R - A8
K s s e T anguage, e
ermor

The users also can perform debugging without HMI.

To save the design time, the on-line / off-line

simulation function can be easily executed by using

just PC software.

Emh:lm ' B List [0 Proview

Macro Editing Function

Powerful macro commands provide four

2By sxe " =| fundamental operations of arithmetic, condition
judgments, data move and the operation of

floating points. Using macro editing function can

reduce the PLC program editing efficiently.

$10 = INITCOM Macro Command

SELECTCOM (0)
$100 = GETCHAI
$500 = appsumf) T & O B X #
#MODEL TABLE | [4BARCODEREAD
IF $500 == 0
BNOV (§200, [
ELSEIF $500 =

#As38
$400=1000 Comnand (] 0N

{300z1000, Type Easy-to-learn interface provides good flexibility
TN S zz - in use and lets the users have more selection for
s 455 - [ | P | L= | program editing.

260000 = 2 =3 Communication macro commands are also
“3"” o ot S provided and the users can transmit and receive
:‘ P o data through COM port to control the special
R SP— IRnEnks equipment.

. fhsts LB . = g
Max. 8 user-defined languages can be S —

displayed on HMI screen by simple software

editing. It is easy for the users to switch the [Property ¥ X]|

desired language and let your equipment User Security Level || Decrement 012 (Decrementy %] [0 :

e
keep track with the international standard. || Transparent Effect 3o ]
Transparsnt Color SN (0,0, 0)

| Foreground Coler = (252, 252, 108
| Style Standard

Provide 8 security levels with password

protection for the authorization control for | i

different elements. Triggsr Noas
Trigper Mods Befors Writing
Distail Rangs Setup  Detail
‘ St Low Security
|| Interlock Address

]_u:inpltﬂlﬂwl

c 10
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Human Machine Interface
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Other Features

Four kinds of controllers can be connected simultaneously (DOP-AE series only)

DOP-AE series supports up 3 to COM ports for serial communication. In addition to COM ports, if the
users also connect extension Ethernet module, then DOP- AE series can connect to four kinds of
external controllers at the same time. An ultimate central control system for factory control is
completed.

Ethernet

—

—

Other Brands
of PLCs

COM3

(RS-232/422/485) DELTAPLC

060000E"
e COM1
NG (RS-232)

DOP-AE

|
B _
A

Other Brands of PLCs

COM2
(RS-232/422/485)

11
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Optional Extension Module

AE series HMI product can connect to various
kinds of optional extension modules to extend the
HMI functionality through the extension interface
located on rear cover.

Extension DIO Module:

Working Extension DIO Module with HMI-WPLSoft
builtin, Screen Editor can complete HMI to be an
all-in-one, cost-effective controller with excellent
control performance for display, control and operation.

Editing PLC programs

by using HMI-WPLSoft Screen Editor Editing Screen

LERCR T T T
LI LT ]
»

Easily achieve all-in-one
requirement for display,
control and operation

Extension Printer Module:
When USB Host is connected to USB flash drive,
the users can use this module and connect to a printer.

Extension Ethernet Module:

Using Extension Ethernet Module can connect
peripheral equipment and create the network of

HMI and peripheral equipment. The transmission
distance will be no longer limited. It supports Modbus
communication on TCP/IP and will increase other
compatible communication protocol for Ethernet
soon.

Human Machine Interface
MODEL: DOP-EXIO28RAE

o

uuuuuuuuuuuuuu .Nc. MADE IN TAIWAN

Before

1/0 Units

Now
HMI with EXIO

12
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Human Machine Interface

Backlight ON/OFF Control via Software

Backlight ON/OFF control via software

Screen Auto-Change Function:

ON/OFF status of backlight and screen

auto-change function could be controlled by the

settings of parameters set in TPEditor software.
TP05G-BT2 TP08G-BT2

5Lines Display for TP05 8 Lines Display for TP08
160 x 80 pixels 240 x 128 pixels

A
O\NELTA

| Power

ALARM

MAAM

Function Keys (User-defined):
F1-F5 New functions are: Recipe Write/Read,
Screen Scroll function

Product Performance

Feature 1. Screen Scroll Function

This function can divide screen into 2 parts
and the users can use function key to scroll the
screen

f [
b i fi] i} “ ] e |
b il pre) i i | Faset
1 111 by 153 e 5555
k 11 5 &7 @ 0 _Gew |
3 it £ LA Er- kd Ourwied
S -
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TP Features

Extension Port for Program Copy Card
(TP-PCCO01):

TP series provides optional Program
Copy Card (TP-PCCO01) to copy
user program. The users can easily
read and write data and program
from TP series without using
TPEditor Software rapidly.

RS-232/422/485
Two serial COM ports for flexible and wide
applications

Feature 2. Recipe function / User interface
Provide the same recipe function as HMI to

enhance application performance of TP series.

Feature 3. Large Displaying Screen

Offer the best viewing experience and
operation environment. Max. 8 lines of text
can be displayed.

Feature 4. New Macro Command

Support new macro commands in common
use, such as process control, arithmetic
operation, bit settings and data move, etc.
macro commands.

deltaacdrives.com

TPEditor Software Features

Software Editor--TPEditor

TPEditor provides Windows fonts for editing
and page program self-debug. It has numerous
functions, including button, numeric input/
display, meter, lamp, messages display with
both text and graphs and it supports multiple
brands of controllers.

Page Change Control

Page can be set as invisible. The users can
change page by different conditional controls.

Vahse Length 1682

VaveTyoe [unsigned v
Compare Set

Real Time Clock

It's built-in real time clock (Not for TP02G). It
can transfer time data to the PLC that doesn't
have real time clock function to have time
control function.

[C30:button.

le--mmlu
53 2:dynamie bitmap
e
4oy curve
e

Communication

COM1 and COM2 can be used for the same
communication protocol with different format
controllers to construct single or multiple-drop
link.

Page Management

Itis convenient for the users to preview page
quickly and execute add, delete and insert
functions for page.

User Security Level

It provides 5 security levels with password
protection and 10 sets of user passwords for
flexible handling.

[Z30:button.

[ 1amessage display
[ 2:dynamie nm,
= oid Setup
2| o

14
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Human Machine Interface

Property Table Setting

For better and faster settings, a detachable
property table is provided for the user to view
and edit in TP more efficiently.

The users can choose traditional method of
editing the programs and objects or use
property table to work in TP.

1 5]
Froperty |

EBasic Info. .. {Left, Top, Width,He
| Write Devige addDO .
| HMIPort Bl
_UnitAddc S

__Read Setting____ L ——
. Call Setting. . N
__Function Key SetMo
_User Level B
__Frame Setting ___[MNo Frame
__Font Setting ox8
__Hori, slisnment Middle
| Vert, Alipnment Middle
__Walue Tvpe Unsigned
Calieilenpth OGBS o
| Infeger Mumber 2.
L g e e

Call 1(800)985-6929 for Sales

TPEditor Software Features

Operator Keys

Numeric & Other Function Keys (User-defined)
Numeric Keys: 0-9, decimal point, +/-
Movement Keys : Up and Down

Other Function Keys: Backspace,Shift, Clear
(CLR),Enter (ENT)Including F1-F5, total 23
convenient user-defined function keys provided
for operation.

System-defined Keys: ESC. Itis not user-defined
function key.

Humeric [npnt Setling

Reler Device CuiLine Sefting
Write Do = Frame Setting | Mo Frame E
rRead | | | Fomsening [z <]

Hori. Alipnmen |Middle -
Value Setting ; -
S - Vel Alignmen |Middle
Value Type ﬂ :

Call Se
Vahue Leagth o |[ m“"“’i J
Integer Numbel{U; -
Decimal NumblT ety . |7] ¢ Bef
Limit Sefting {Right | roae i
Min Value i
Max Value 35 User Level m

Ok | Cancel |

System Power On Macro

TPEditor has simple Marco command editing
function. When TP series powers on, aftera
predefined time interval, Marco command will
be executed automatically. This is very
convenient for initial state setup.

System Power ON Macro Setting

~Refer Device —— [ Time Interval Seti ==
[D100 oy [500ms ~|

C Bit * Value Cancel Setting
~Value Setting - rBit Device

Value Lo JERI=] || © oo

Value Ty Unsigned v || ©

Value Device

Value Data |300 Close

HMI Specifications

MODEL

Display Type
Resolution

Back Light

LCD MODULE

Display Size
Operation System
MCU
NOR Flash ROM
SDRAM
Backup Memory (Bytes)

SM Card

USB Host
(Ver1.1)

EXT.
Memory

Extension Interface
USB for Download
[USB Client]

USB for Data Storage /
Printer [USB Host]

COM1
COM2

COM3

Serial
COM Port

Function Key

Operation Voltage
Backup Battery
Buzzer
Perpetual Calendar (RTC)
Cooling Method
Safety Approval
(Waterproof for front panel)
Operating Temp.
Storage Temp.
Ambient Humidity

Vibration Resistance

Dimensions
(W) x (H)x (D) mm

Panel Cutout
(W) x (H) mm

Weight

AS38BSTD(-W)

3.8" STN LCD (8 Shades of Blue)

320 x 240 pixels

LED Back Light (about 10
thousand hours at 25°C)

3.8" (76.8 x 57.6mm)

AS57BSTD

AS57CSTD

5.7"STN LCD (8 Shades of Blue) 5.7"STN LCD (256 colors)

320 x 240 pixels 320 x 240 pixels
CCFL Back Light (about 50 thousand hours at 25°C)
5.7"(115.17 x 86.37mm)

Windows Base Real Time OS
32-bit RISC Micro-controller

NOR Flash ROM 2 Mbytes (System: 1MB / User: 1MB)

4 Mbytes

v

RS-232
RS-422/485

RS-232

16Mbytes
128K
v’ v
1 USB Client Ver 1.1
\/ \/
RS-232 RS-232

RS-422/485 RS-422/485
RS-422/485 RS-422/485

User defined key x4 + System key (SYS) x 1

DC +24V (-10% ~ +15%) (Please use isolated power supply) "*?
3V lithium battery CR2032 x 1/ battery life: 5 years

85dB
Built-in
Natural Air Circulation

IP65/ NEMA4 / CE, UL"*"

0°C to 50°C
-20°C to +60°C

10% ~90% RH [0~40°C] - 10% ~55% RH [41~50°C] - Pollution Degree 2

IEC 61131-2 Compliant

5Hz=f<9Hz = Continuous: 1.75mm / Occasional: 3.5mm
9Hz=f=150Hz = Continuous: 0.5g / Occasional: 1.0g

140.8 x 104.8 x 44.8

118.8x92.8
Approx.310g

1) Only DOP-AE94BSTD is not UL recognized. The application is in progress.
2) Users please use isolated power supply except DOP-A80THTD1, DOP-AE80THTD, DOP-AE94BSTD, and DOP-A(E)10THTD1 these models.
3) Users can download the Screen Editor, the program editor of Delta HMI product and the user manual via the following link: http://www.delta.com.tw/industrialautomation/.

deltaacdrives.com

X, Y, Z directions for 10 times
184.1x144.1x47.8

172.4x132.4
Approx.760g
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MODEL

w Display Type
-
= :
3 Resolution
=
[a] Back Light
O
-

Display Size

Operation System

MCU
NOR Flash ROM
SDRAM

Backup Memory (Bytes)

> SM Card
1
£5
E = USB Host
(Ver1.1)

Extension Interface

USB for Download
[USB Client]

USB for Data Storage /
Printer [USB Host]

COM1
COM2
COM3

Serial
COM Port

Function Key

Operation Voltage
Backup Battery
Buzzer
Perpetual Calendar (RTC)
Cooling Method

Safety Approval
(Waterproof for front panel)

Operating Temp.
Storage Temp.
Ambient Humidity

Vibration Resistance

Dimensions
(W) x (H) x (D) mm

Panel Cutout
(W) x (H)mm

Weight

Human Machine Interface

HMI Specifications

A(E)57BSTD(-W) A(E)57GSTD(-W)

A(E)57CSTD(-W)

Do000 ed
b=l

- | d
=1l e @ # =l © -

5.7" STN LCD (256 colors)

5.7" STN LCD(8 Shades of Blue) 5.7"FSTN LCD (16 Shades of Gray)

320 x 240 pixels 320 x 240 pixels

320 x 240 pixels
CCFL Back Light (about 50 thousand hours at 25°C)

5.7" (115.17 x 86.37mm)

5.7"(115.17 x 86.37mm) 5.7"(115.17 x 86.37mm)

Windows Base Real Time OS
32-bit RISC Micro-controller

NOR Flash ROM 4 Mbytes (System: 1MB / User: 3MB)

16 Mbytes
A:256K A:256K A:256K
AE:512K AE:512K AE:512K
v~ v v
v (AE) Vv (AE) Vv (AE)
1 USB Client Ver 1.1
RS-232 RS-232 RS-232

RS-232/422/485
RS-232/422/485

RS-232/422/485 RS-232/422/485

RS-232/422/485 RS-232/422/485

User defined key x4 + System key (SYS) x 1

DC +24V (-10% ~ +15%) (Please use isolated power supply) "2
3V lithium battery CR2032 x 1/ battery life: 5 years
85dB
Built-in
Natural Air Circulation

IP65 / NEMA4 / CE, UL"*"

0°C to 50°C
-20°C to +60°C
10% ~90% RH [0~40°C] - 10% ~55% RH [41~50°C] - Pollution Degree 2

IEC 61131-2 Compliant
5Hz=f<9Hz = Continuous: 1.75mm / Occasional: 3.5mm
9Hz=f=150Hz = Continuous: 0.5g / Occasional: 1.0g
X, Y, Zdirections for 10 times

184.1x 144.1 x 47

172.4x132.4
Approx. 760g

1) Only DOP-AE94BSTD is not UL recognized. The application is in progress.
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2) Users please use isolated power supply except DOP-A80THTD1, DOP-AE80THTD, DOP-AE94BSTD, and DOP-A(E)10THTD1 these models.
3) Users can download the Screen Editor, the program editor of Delta HMI product and the user manual via the following link: http://www.delta.com.tw/industrialautomation/.

deltaacdrives.com

AE94BSTD A(E)10THTDA

A80THTD1/AE80THTD

MODEL

f SR
0606060 H
IAIAIAG

w Display Type 8" TFTLCD (65536 colors) 9.4" STN LCD(8 Shades of Blue) 10.4" TFTLCD (65536 colors)

-

=)

8 Resolution 640 x 480 pixels 640 x 480 pixels 640 x 480 pixels

E Back Light CCFL Back Light (about 50 CCFL Back Light (about 30 CCFL Back Light (about 30

Q thousand hours at 25°C) thousand hours at 25°C) thousand hours at 25°C)

Display Size 8" (162.2x 121.7mm) 9.4" (192.0 x 144.0mm) 10.4" (211.2 x 158.4mm)

Operation System Windows Base Real Time OS

MCU 32-bit RISC Micro-controller

NOR Flash ROM NOR Flash ROM 8 Mbytes (System: 1MB / User: 7MB)

SDRAM 32 Mbytes 16 Mbytes 32 Mbytes
A:256K
512K 512K
Backup Memory (Bytes) AE:512K
g, SM Card  (AE)
=5
w= USB Host
(Ver1.1) v’ v v’
Extension Interface v (AE) N v (AE)
USB for Download 1 USB Client Ver 1.1
[USB Client]
USB for Data Storage /
Printer [USB Host] v v v~
g COM1 RS-232 RS-232 RS-232
© ; COM2 RS-232/422/485 RS-232/422/485 RS-232/422/485
$ 8 COM3 RS-232/422/485 RS-232/422/485 RS-232/422/485

User defined key x 7 +
System key (SYS) x 1

User defined key x 11 +
System key (SYS) x 1

User defined key x6 +

FUmEon [KEy System key (SYS) x 1

DC +24V (-10% ~ +15%) (Please use isolated power supply) "%
3V lithium battery CR2032 x 1 / battery life: 5 years
85dB
Built-in
Natural Air Circulation

Operation Voltage
Backup Battery
Buzzer
Perpetual Calendar (RTC)
Cooling Method
Safety Approval
(Waterproof for front panel)
Operating Temp.
Storage Temp.
Ambient Humidity

IP65/ NEMA4 / CE, UL"*"

0°C to 50°C
-20°C to +60°C
»10% ~ 55% RH [41~50°C]
IEC 61131-2 Compliant
5Hz=f<9Hz = Continuous: 1.75mm / Occasional: 3.5mm

9Hz=f=150Hz = Continuous: 0.5g / Occasional: 1.0g
X, Y, Zdirections for 10 times

10% ~90% RH [0~40°C]) » Pollution Degree 2

Vibration Resistance

Dimensions
(W) x (H) x (D) mm 243.1x178.1x52.4 297.1x222.1x51.1 297.1x222.1x51.1
Panel Cutout
(W) x (H) mm 231.4x166.4 285.2x210.2 285.2x210.2
Weight Approx. 11409 Approx. 1700g Approx. 1735g

1) Only DOP-AE94BSTD is not UL recognized. The application is in progress.
2) Users please use isolated power supply except DOP-A80THTD1, DOP-AE80THTD, DOP-AE94BSTD, and DOP-A(E)10THTD1 these models.
3) Users can download the Screen Editor, the program editor of Delta HMI product and the user manual via the following link: http://www.delta.com.tw/industrialautomation/.
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Display Type
Display Color
LCD ;
MODULE Resolution
Back Light
Display Size

Flash Memory
Program Download Port

Serial COM com1

Port
COM2

Extension Interface
Perpetual Calendar (RTC)
System Key
Function Key
Function Key
Operation Voltage
Backup Battery
Buzzer
Cooling Method
Operating Temp.
Storage Temp.

Ambient Humidity

Vibration Resistance

Dimensions (W) x (H) x (D) mm
Panel Cutout (W) x (H) mm

Weight

Safety Approval
(Waterproof for front panel)
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TP02G-AS1

Human Machine Interface

TP Specifications

TP04G-AS2 TP05G-BT2

STNLCD

Monochrome

160 x 32 128 x 64 160 x 80 240x128

about 50 thousand hours at 25°C
72 x22mm 3"(67 x 32mm) 3.8" (83 x41mm)
256K Byte 1M Byte

COM1(RS-232)

RS-232 RS-232/422
RS-485
Program Copy Card
N/A Built-in
6 7 12
10 5 12

DC +24V (-10% ~+20%)
3V lithium battery CR2032 x 1/ battery life: 5 years
85dB
Natural Air Circulation
0°C to 50°C
-20°C to +60°C

10% ~90% RH [0~40°C]

IEC 61131-2 Compliant
5Hz=f<9Hz = Continuous: 1.75mm / Occasional: 3.5mm

9Hz=f=150Hz = Continuous: 0.5g / Occasional: 1.0g
X, Y, Zdirections for 10 times

147 x 97 x 35.5 210x 122 x 45
136 x 85 196 x 108

2409 4309

IP65/NEMA4 & CE, UL Type 4 indoor

TP08G-BT2

EEEEE 5

Dimensions

DOP-AS38BSTD(-W)

Front View

<—>‘44'8 Panel Cutout COM1/COM3
AFT Rear View (RS-232)
_ LTI
7 Power Line Input
g USB Client
J USB Host
Side View P é
COM2
B CD E 188

NOTE:

T=1.6mm(0.06in) ~
3.0mm(0.12in)

115.7 ‘

Bottom View

(RS-422/RS-485)

(Units : mm)

47.8 ‘ 184.1

s.ale [

Side View

168.9

Bottom View

Panel Cutout
y LA

‘ Rear View

1441
132.4

I ﬁ

\ 172.4
AB C D ‘

DOP-AS57B(C)STD

USB Client

USB Host

COM1(RS-232)

COM2/COM3
(RS-422/RS-485)

Power Line Input

(Units : mm)

47.0 184.1

8.0 |

Side View Front View

Panel Cutout
J{;‘ A A

‘ Rear View

132.4

172.4

o r’r’(ff’r’r’:’ffr’ff’r}’:’ffff’r}f

169.0

Bottom View

DOP-A(E)57G(B)(C)STD(-W)

COM2 (RS-232/
RS-422/RS-485)

COM1(RS-232)

USB Client

Power Line Input

Extension Slot

SM Card Slot

[ (Units - mm)_

deltaacdrives.com

sales@deltaacdrives.com
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Human Machine Interface

‘ 243.1 |

Front View

\ 228 \

Bottom View

178.1

Side View

Panel Cutout

?ffﬂﬁ-‘?ffffﬁf;‘?ﬂﬂﬂf’ﬂ

166.4

i
ﬁﬂﬁﬂﬁﬁﬁﬁﬂﬂﬂ?é
E GHGCA B | |

231.4

COM1(RS-232)

com2
(RS-232/RS-422
/RS-485)

USB Client

Power Line Input

Extension slot

SM Card Slot

Battery Cover

USB Host

DOP-AE94BSTD

| 297.1 |

2221

Front View

\ 281.8 \

Bottom View

Panel Cutout

P RearView F ?fffxffffwf-'f,-wm;fw

210.2

285.2 \

r
ff{ffffffffffffffffffffffffé

Front View

85

Panel Cutout
:).K.-’.-’.f.f.-’.-’.-’.-’.-’.f.f.-’.-’.-’.-’.-’.f.f.-’.-’r’.-’.-’.f

ffffffffffffffffffffff é
| 135~136.5 |

(Units : mm)

COM1(RS-232)

COM2
(RS-232/RS-422
/RS-485)

USB Client

Power Line Input

Extension slot

SM Card Slot

Battery Cover

USB Host

‘ 297.1 |

2221

000000,

A1 CH

Front View

\ 281.7 \

Bottom View

Panel Cutout

?.-fffs’ffs’ffffs’ﬁfffffs’ﬁfff

210.2

0
R
E F G CAB ‘ 285.2 |

DOP-A(E)10THTD1

TP04G-AS2

Front View

’ 147 I

85

Panel Cutout
:;’/.-’#.-’.-’.-’##.-’.-’.-’##.-’.-’##

f’fffffffffffffffffffff{é
| 135~136.5 |

(Units : mm)

COM1(RS-232)

COM2(RS-232
/RS-422/RS-485)

USB Client

Power Line Input

| memEE 2

Extension Slot

Battery Cover

TP05G-BT2/TP08G-BT2

Front View Side View

\
HORE
s |7 )
[A[a

122

USB Host

210 |
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196.26 ‘

108.26

109~110.5

Panel Cutout
? LRSI

ff".-"'.-"'fffffffffffffffffffffffﬂ
| 197~198.5 \
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Human Machine Interface

Extension Digital DIO Module

Item / Model Name

Power Supply Voltage

Ambient Temperature / Humidity

Input Point Electric Specifications

Item / Model Name
Input Type
Response Time

Input Current

OFF->ON
Active Level

ON->OFF

Output Point Electric Specifications
DOP-EXIO14RAE

Item / Model Name
Output Type

Maximum Working
Exchange Frequency

Current Specifications
Voltage Specifications

Response Time

DOP-EXIO14RAE

DOP-EXIO14RAE

DOP-EXIO28RAE
5VDC, 1A (supplied by HMI)

Operation: 0°C ~ 50°C (Temperature),
10 ~ 90% (Humidity)
Storage: -40°C ~ 85°C (Temperature),
10 ~ 90% (Humidity)

DOP-EXIO28RAE it

MADE IN TAWAN

DC (SINK or SOURCE)
24VDC (5mA)
Approx. 10ms
above 16VDC

below 14.4VDC

DOP-EXIO28RAE

Relay-R
Load ON/OFF Control

1.5A/1 Point(5A/COM)
250VAC, below 30VDC

Approx. 10ms

Extension Ethernet Module

Item / Model Name

Power Supply Voltage

Ambient Temperature / Humidity

Interface

DOP-EXLNHJ1AE
DC 5V, 1A(supplied by HMI)

Operation: 0°C ~ 50°C (Temperature),
10 ~ 90% (Humidity)
Storage: -40°C ~ 85°C (Temperature),
10 ~ 90% (Humidity)

10Base-T, 100Base-TX

Extension Printer Module

Item / Model Name

Power Supply Voltage

Ambient Temperature / Humidity

Interface

23
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DOP-EXPM110
DC 5V, 1A(supplied by HMI)

Operation: 0°C ~ 50°C (Temperature),
10 ~ 90% (Humidity)
Storage: -40°C ~ 85°C (Temperature),
10 ~ 90% (Humidity)

25-pin Parallel Printer Port *Extension Digital I/0, Ethernet and Printer
Modules are available for DOP-AE series

HMI only.

Extension Module Specifications

deltaacdrives.com
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Human Machine Interface

Ordering Information

DOP-CA232DP HMI-PLC RS-232 Cable

DOP-A 80 TH T D 1 -W LS
(1 @2 @) @4 ) (®6) (7)) (8)

(1)Product Name DOP: Delta Operation Panel

AS: Delta AS series HMI
(2)Series A: Delta A series HMI
AE: Delta AE series HMI DOP-CAUSBAB HMI USB Cable

N EIT
¥

38: 3.8 inches
57:5.7 inches
(3)Display Size 80: 8 inches
94: 9.4 inches
10: 10.4 inches

BS : 8 Shades of Blue, STN monochrome LCD
GS : 16 Shades of Gray, FSTN monochrome LCD

(4)Display Type CS : 256 colors, STN color LCD :
TC : 256 colors, TFT color LCD eI 14 Points (8 IN/6 OUT)
TH : 65536 colors, TFT color LCD Eitrson Pl L T edls
(5)Control Interface T: Touch Panel
(6)Rated Voltage D: DC+24V
(7)Version ldentification Code
None : Gra
(8)Case Color W : White (N)olteﬂ
Note1 : Only the following models are provided with white case: 28Points (16 IN/12 OUT)
A(E)57BSTD, A(E)57CSTD, A(E)57GSTD, AS38BSTD DOP-EXIO28RAE Extension Digital 1/0 Module

TP 02 G - AS
(1) @ @) @) )

(1) Product Name TP: Text Panel DOP-EXLNHJ1AE Extension Ethernet Module

—

02:2lines displaying model

. . 04 : 4 lines displaying model

(2) Display Line Number 05 : 5 lines displaying model
08 : 8 lines displaying model

(3) Display Type G : Graphic mode

(4) Version AS: Without numeric keypad
BT: With numeric keypad
ST Extension Printer Module
(5) COM Port 1: COM1 is for RS-232
2 : COM1 can be either RS-232 or RS-422
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